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RC34C-SLG | THE AMPHIBIOUS INTERCEPTOR VESSEL

The Amphibious Interceptor Vessel (RC34C-SLG). The RC34C-SLG represents a complete paradigm shift in coastal  

and riverine professional operations. It boasts a military-grade all-wheel-drive amphibious system with a 6,500 KG (14,300 lbs) 

capacity, full cabin, state-of-the-art detection and monitoring (D&M) sensor suite, and the ability to access areas never before 

thought possible. On the water, it is a high-speed interceptor and command center. On land, it facilitates safe personnel  

transfers, covert reconnaissance, and maneuvers up steep hills to provide its sensors with a height of eye equivalent to a 

warship. The RC34C-SLG is powered by twin 335HP twin-turbo diesels coupled to heavy-duty ZF marine gears and Hamilton 241 

Water Jets. It can reach speeds of 40+ knots on water, and 12 KPH (7 MPH) on land.  

All specifications and measurements are approximate and subject to change without notice. Performance data is not guaranteed and can vary 
depending upon cargo/fuel load, owner’s equipment, temperature, sea-state, and other variables.

ReconCraft® are built to USCG/ABYC Standards.

RC34C-SLG General Dimensions
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RC34C-SLG Detail Views



Components & Specifications	
		
Specifications	 	

Length	 34’ - 0”	 10.4 m

Length (w/ Wheels)	 36’ - 3”	 11.0 m

Beam	 12’ - 10”	 3.91 m

Draft (plane)	 10” - 12”	 25-30 cm

Draft (static)	 23”	 58 cm

Dead Rise	 15°	 15°

Displacement	 14,300 lbs	 6,500 kg

Fuel Capacity	 200+ gallons	 750+ litres

		

Propulsion		

Engine	 Twin MerCruiser 335 HP Turbo Diesels (Twin Turbos) 

Marine Gear	 ZF220

Jets	 Twin Hamilton HJ 241 Water Jets

 

Performance	 	

Max Speed	 45+ MPH	 72+ KPH

Cruise Speed	 25-35 MPH	 40 - 56 KPH

Speed on Land	 7 MPH	 12 KPH

Range	 300+ NM	 556+ KM

Uphill Gradient	 30%	 30%

Ground Clearance	 24”	 60 cm

Max Torque	 7,700 lb-ft	 10,500 N-m

Qualities

•	 Military-grade SEALEGS 100™ amphibious system  
allows rapid and seamless transitions from land to water 
and water to land without requiring a boat ramp or  
additional personnel and vehicles.  

•	 Operate in areas with little or no support  
infrastructure (ramps, roads, etc.), thereby reducing 
response times and significantly increasing patrol coverage.   

•	 Prevent the enemy from knowing fixed launch/recovery 
locations, or knowing “where you can’t go.”  Fewer assets 
and personnel required for launch/recovery further  
reduces risk.

•	 Robust detection & monitoring (D&M) capabilities  
during land mode with telescoping radar/FLIR systems and 
ability to ascend unimproved surfaces to increase sensors’ 
heights of eye.    

•	 Fully engineered hull and systems  withstand  
extreme use and punishment while optimizing performance 
and capability.

•	 Enclosed cabin provides a safe and functional  
tactical command center similar to those found on much 
larger craft.  

•	 Reduce underway hours by operating in amphibious 
mode for D&M, and thereby reduce operating and  
maintenance costs and crew risk.

•	 Ergonomic designs, created with input from actual 
operators, significantly reduce crew fatigue and maintain 
crew safety.    

•	 Multi-mission configurations result in tremendous 
tactical capability. 
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SEA & LAND OPERATIONS

Features & Options	
Cabin	

•	 Forward Angled Windows to Reduce Glare*

•	 Shock Mitigating Seats

•	 4 Overhead Spotter Windows

•	 Sound Insulation*

•	 LED Red/White/Blue Lighting

•	 Air Conditioner and/or Heater

Hull Protection & Fendering

•	 5083/5086 Alloy Bottom Plate (6mm / 0.25”)

•	 Proprietary CrashCoat™ Hull Protection System

•	 UHMW Slider Keel Pad

•	 Black or Non-Marking EPDM Rubber Rub Rail

•	 High Density Foam Collar/Sponson		

Mechanical/Electrical Systems

•	 RACOR Fuel Filtration System*

•	 Proprietary Engine Cooling System for Water  
and Land Operations*

•	 12V DC Distribution System*

•	 Multiple DC Battery Banks*

•	 24V DC / 110V AC Power Supplies

•	 Battery Charger and Monitor

Deck	 		

•	 Large Aft Deck and Operations Deck*

•	 Tactical Deck Configuration*

•	 Full Deck Lighting Package (Flood and Spreader)

•	 Flush Mount Flat-Top Cleats™ Package  
w/ NOXideTM Finish

•	 4 Point Lifting Eyes with Sling

•	 Tow Bollard and Line Reel

•	 Anchor Locker

•	 Marine Grade Paint Coating System

•	 3M Safety Walk™ Deck Tread

•	 Engine Compartment Sound Insulation 
 

•	 Tie Down Points – 8x Deck Mounted

•	 12V Accessory Plugs

•	 Weapons Storage System

TACSAR (Tactical Array – Communications, 

Sensors, and Radar)

•	 Folding TACSAR for trailering and operations with low  
overhead clearance

•	 Satellite broadband connectivity (GOST/KVH)

•	 Forward Looking InfraRed (FLIR) camera

•	 High-Def SIMRAD Radar

•	 Searchlights and Scene Lighting

Safety			 

•	 Foam Collar for Alongside Maneuvering

•	 75,600 LPH (20,000 GPH) Dewatering System

•	 Open Walk-Thru to Aft Operations/Swim Deck*

•	 Anti-Fatigue Deck Matting

	

Additional Options

•	 Whelen LE Lighting/Loudhailer Package

•	 Fire-Fighting System w/ Remote Operated Nozzle

•	 AIS Compatibility

•	 Weapons Mount Foundations (ITAR Dependent)

•	 Side Dive Doors

•	 Heated Windshield Glass

•	 Sliding Windows for Ventilation

•	 Rescue Basket Mounts (Quick Release)

•	 SEABOARDTM Hydraulic Ladder

•	 Many Other Mission-Specific Items (Call for Details) 

Additional Information		
	
For more information about this product, or any of  
ReconCraft’s products, please contact us directly or  
visit our website:

Phone: 	+1 (877) 645-7761   

Email: 	info@reconcraft.com 

Web: 	 reconcraft.com
*Indicates standard features on base model.
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SEALEGS unique patented amphibious technology is  
protected by international patents, design registrations  
and trademarks

REGISTERED PATENTS

United States of America 7,004,801, United States of America 7,314,395, United States of America 7,520,239, European Community 
1458611, European Community 04775157.3, Australia 2002359096, Australia 2004274363, Canada 2,471,585, Canada 2,564,467,  
Germany 60243092-5, France 1458611, Republic of Korea 10-2010-75955, Malaysia MY-134228-A, New Zealand 526705,  
New Zealand 528471, New Zealand 542813, Norway 333119, South Africa 2004/4955, United Arab Emirates 50/2004,  
United Kingdom 1458611 

DESIGN PATENTS

United States of America D505,907, United States of America D522,441, European Community 000043500-001, European Community 
000349113-001, Australia 153127, Australia 304017, Republic of Korea 30-0632418, New Zealand 403199, New Zealand 405561 

DESIGN PATENTS

United States of America 2,930,139, European Community Trade Mark 003229523, Australia 958062, Indonesia D00-2013-010351, 
India 1800349, Malaysia 2013002546, New Zealand 657146, New Zealand 670732, South Africa 2012/28304, United Arab  
Emirates 49825
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